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Electrical/Optical Characteristics/Specifications

 MODEL:STG-10W-230V

Input Voltage

AC200-240V

Max.Current

0.049A

Operating Voltage

DC216V

Constant Current

0.045A

Power Consumption

10W

Power Factor

≥0.9

LED Type

SMD2835

LED Q’ty

12PCS

CRI

≥80Ra

CCT

Luminous flux

 Luminous efficiency

Beam Angle

2900-3100K 4000-4500K 5500-6000K

90LM/W 100LM/W 100LM/W

900LM 1000LM 1000LM

120°

Life Time

Operating Temperature

50.000Hours

-20℃to+55℃

Certifications

CE,RoHS

IP Code

Humidity Operating

IP66

Luminaires Class

ClassⅠ

product dimension

Packing dimension

L110*W27*H100mm

N.W

G.W

0.16Kg

0.2Kg

Storage Temperature

-30℃to+55℃

Humidity Storage

10-80%RH 10-90%RH

Outer carton package 60*1layer=60PCS/carton,K=K corrugated paper,L425*W240*H220mm,GW: 1.6KG1

 MODEL:STG-20W-230V

Input Voltage

AC200-240V

Max.Current

0.098A

Operating Voltage

DC216V

Constant Current

0.09A

Power Consumption

20W

Power Factor

≥0.9

LED Type

SMD2835

LED Q’ty

24PCS

CRI

≥80Ra

CCT

Luminous flux

 Luminous efficiency

Beam Angle

2900-3100K 4000-4500K 5500-6000K

90LM/W 100LM/W 100LM/W

1800LM 2000LM 2000LM

Life Time

Operating Temperature

50.000Hours

-20℃to+55℃

Certifications

CE,RoHS

IP Code

Humidity Operating

IP66

Luminaires Class

ClassⅠ

product dimension

Packing dimension

L130*W30*H108mm

N.W

G.W

0.235Kg

0.28Kg

Storage Temperature

-30℃to+55℃

Humidity Storage

10-80%RH 10-90%RH

Outer carton package 40*1layer=40PCS/carton,K=K corrugated paper ,GW:11.2KG,L320*W280*H235mm

120°

            

L102*W82*H23mm

L118*W93*H26mm



Electrical/Optical Characteristics/Specifications

            

 MODEL:STG-30W-230V

Input Voltage

AC200-240V

Max.Current

0.142A

Operating Voltage

DC252V

Constant Current

0.11A

Power Consumption

30W

Power Factor

≥0.92

LED Type

SMD2835

LED Q’ty

56PCS

CRI

≥80Ra

CCT

Luminous flux

 Luminous efficiency

Beam Angle

2900-3100K 4000-4500K 5500-6000K

90LM/W 100LM/W 100LM/W

2700LM 3000LM 3000LM

120°

Life Time

Operating Temperature

50.000Hours

-20℃to+55℃

Certifications

CE,RoHS

IP Code

Humidity Operating

IP66

Luminaires Class

ClassⅠ

product dimension

Packing dimension

L165*W32*H130mm

N.W

G.W

0.365Kg

0.4Kg

Storage Temperature

-30℃to+55℃

Humidity Storage

10-80%RH 10-90%RH

Outer carton package 40*1layer=40PCS/carton,K=K corrugated paper,L350*W340*H280mm,GW: 6.7KG1

 MODEL:STG-50W-230V

Input Voltage

AC200-240V

Max.Current

0.236A

Operating Voltage

DC252V

Constant Current

0.19A

Power Consumption

50W

Power Factor

≥0.92

LED Type

SMD2835

LED Q’ty

84PCS

CRI

≥80Ra

CCT

Luminous flux

 Luminous efficiency

Beam Angle

2900-3100K 4000-4500K 5500-6000K

90LM/W 100LM/W 100LM/W

4500LM 5000LM 5000LM

Life Time

Operating Temperature

50.000Hours

-20℃to+55℃

Certifications

CE,RoHS

IP Code

Humidity Operating

IP66

Luminaires Class

ClassⅠ

product dimension

Packing dimension

L212*W35*H170mm

N.W

G.W

0.585Kg

0.65Kg

Storage Temperature

-30℃to+55℃

Humidity Storage

10-80%RH 10-90%RH

Outer carton package 20*1layer=20PCS/carton,K=K corrugated paper ,GW:13.5KG,L370*W230*H360mm

120°

L159*W121*H28mm

L205*W158*H30mm
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Notes:

1.Please always use the light out of its package.

2.Before starting use of the light,please check if the light was damaged during transportation.If any

damage shown,please DO not install or use it.

3.Any maintenance should be performed by trained professionals only.

4.Keep packaging material away from the reach of children and pets.Risk of suffocation!

5.Caution.The packaging contains small parts that may be swallowed by children.

6Never leave children unattended in the vicinity of the lights and do not allow them to play with electrical

devices.

7.Try to avoid looking directly in the LED beam-especially for extended periods of time. Do not shine the 

LED light in another person’s eyes.

8.Never cover the lights by other objects.

9.Never allow the light to come into contact with open flames or external heat sources.

10.The products need to re-repair inspection or special treatment of retirement after service time

11.Non-professioonals are not allowed to disassemble and maintain the products.We have the right not to 

provide after-slae service if unauthorized disassembly and maintenance happens to the products.

            


